SNAPTOGGLE® 


HEAVY-DUTY TOGGLE BOLTS 


* TFOGGLER 


Like having an extra pair of hands 
behind the wall!™ 


Must be 1-7/8" minimum clearance 
behind wall for channel rotation 


Drill hole. Hold metal channel flat Hold ends of strap together 
alongside plastic straps & slide between thumb & forefinger and 
channel through the hole. pull toward you until channel 
Minimum clearance behind wall: rests behind wall. Ratchet cap 
only 1-7/8" (48mm). along straps with other hand until 


flange of cap is flush with wall. 


Place thumb between straps at Place item over flange. Insert bolt 


wall. Push thumb side to side, and tighten until snug against 
snapping off straps level with item, then stop. 
flange of cap. Use machine screw or bolt to 


match thread in metal channel 


Benefits: 
¢ Strong—up to 2x the /oad of an old-fashioned wing toggle 
Solid metal channel resists vibration & shock 


° Save time—at least 6 minutes per anchor v. wing toggles 
Can use a screw gun; anchor does not spin 


¢ Save money—turn a 2-person job into a 1-person job 
Use a shorter bolt (no need to carry wing through wall) 


e Strap design snaps off flush—NO premature breakage 

¢ Smallest installation hole for each bolt size 

¢ Golden plating is 7x more corrosion resistant 

e Reusable in same hole—remove bolt without losing anchor 
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SNAPTOGGLE® 


HEAVY-DUTY TOGGLE BOLTS 


TOGGLER 


Like having an extra pair of hands 
behind the wall!™ \\ 


Ultimate Tensile Load in Lbs: 


Grip Range: 3/8" to 3-5/ a 3/8" to 2-1 ii mn 


(10-92mm) (10-64mm) 
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Industry safety standards recommend 1/4 of ultimate load. 
Always connect to at least one stud when possible. 
BA & BB also available with grip range 3/8" to 9-74" (51-240mm): BAL/BBL 
Metric threadings available: M5, M6, M8, and M10. 


All SNAPTOGGLE® Toggle Bolts are RoHS-compliant. 
All sizes are also available in 304 stainless steel. 


All pull-out values are independent laboratory tests done according according 
to U.S. Government standards. They should be used as guides only. The age, 
condition, and capacity of the substrate must be considered. Industry 
standards recommend 1/4 of ultimate test load. Consult our technical 
bulletins at www.toggler.com for more information and warranty. 


Todos los valores provienen de pruebas independientes de laboratorio 
realizadas de acuerdo a los estandares gubernamentales de E.U.A. Deberan 
ser usados como guias generales solamente. La edad, condicién y capacidad 
del substrato debera ser considerado. Los estandares industriales 
recomiendan una cuarta parte de la carga final de prueba. Consulte nuestros 


boletines tecnicos en www.toggler.com para mayor informacién y la garantia. 


TOGGLER and SNAPTOGGLE are worldwide 
Registered Trademarks of Mechanical Plastics Corp. 
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More information available online 


WWW.TOGGLER.COM 


